Oklahoma 2013 Environmental Quality Incentives Program (EQIP) 11/26/2012
Seasonal High Tunnel Initiative

Practice
Name
Payment
Units 4/
Payment
Rate 2/

Code Scenario 1/
342 Critical Area Planting -

Introduced Seed-Dozer-NPK Ac S 446.09
HU-Introduced Seed-Dozer-NPK Ac S 535.31
Introduced Seed-Dozer-NPK Lime Ac S 534.87
HU-Introduced Seed-Dozer-NPK Lime Ac S 641.84
Sprig-Dozer plus NPK and Lime Ac S 635.22
HU-Sprig-Dozer plus NPK and Lime Ac S 762.26
bermudagrass sprigging, normal till plus NPK Ac S 259.71
HU- bermudagrass sprigging, normal till plus NPK Ac S 311.65
bermudagrass sprigging, normal till plus NPK & Lime Ac S 348.49
HU-bermudagrass sprigging, normal till plus NPK & Lime Ac S 418.18
Native Species w NPK Lime Ac S 530.49
HU-Native Species w NPK Lime Ac S 636.59
Native Species with dead litter Ac S 244.46
HU-Native Species with dead litter Ac S 293.36
Introduced Seed with NPK, normal tillage Ac S 140.21
HU-Introduced Seed with NPK, normal tillage Ac S 168.26
Introduced Seed with NPK and Lime, normal till Ac S 238.29
HU-Introduced Seed with NPK and Lime, normal till Ac S 285.95
Sprig-Dozer plus NPK Ac S 546.44
HU- Sprig-Dozer plus NPK Ac S 655.73

| 362 Diversion |
Diversion Cuyd S 1.13
HU-Diversion Cuyd S 1.36

| 412 Grassed Waterway |
Base Waterway Ac S 886.61
HU-Base Waterway Ac S 1,063.94
Base Waterway with Gypsum Ac S 3,208.51
HU-Base Waterway with Gypsum Ac S 3,850.21

| 436 Irrigation Reservoir

Note: Producer must meet requirements of irrigation history as detailed in the eligibility checklist found in CPM 515.152.

Tailwater Pit Cuyd S 1.44
HU-Tailwater Pit Cuyd S 1.72
Steel Tank Gal S 1.22
HU-Steel Tank Gal S 1.47
Plastic Tank Gal S 1.03
HU-Plastic Tank Gal S 1.23
Fiberglass Tank Gal S 0.72
HU-Fiberglass Tank Gal S 0.86
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| 441 Irrigation System, Microirrigation
Note: Producer must meet requirements of irrigation history as detailed in the eligibility checklist found in CPM 515.152.

SDI, 25" - 36" spacing Ac S 1,438.86
HU-SDI, 25" - 36" spacing Ac S 1,726.63
SDI, 37" - 50" spacing Ac S 1,187.30
HU-SDI, 37" - 50" spacing Ac S 1,424.76
SDI, 51" - 70" spacing Ac S 935.74
HU-SDI, 51" - 70" spacing Ac S 1,122.89
SDI, 71" - 90" spacing Ac S 809.96
HU-SDI, 71" - 90" spacing Ac S 971.95
Surface PE with emitters Ac S 1,404.69
HU-Surface PE with emitters Ac S 1,685.62

| 606 Subsurface Drain |
Corrugated Plastic Pipe (CPP), Single-Wall, < 6" Lb S 4.62
HU-Corrugated Plastic Pipe (CPP), Single-Wall, < 6" Lb S 5.55
Enveloped Corrugated Plastic Pipe (CPP), Single-Wall, < 6" Lb S 5.76
HU-Enveloped Corrugated Plastic Pipe (CPP), Single-Wall, < 6" Lb S 6.91
Corrugated Plastic Pipe (CPP), Single-Wall, > 8" Lb S 2.25
HU-Corrugated Plastic Pipe (CPP), Single-Wall, > 8" Lb S 2.71
Corrugated Plastic Pipe (CPP), Twin-Wall, > 8" Lb S 2.94
HU-Corrugated Plastic Pipe (CPP), Twin-Wall, > 8" Lb S 3.53

| 607 Surface Drainage, Field Ditch |
Field Drainage Ditch Cuyd S 1.50
HU-Field Drainage Ditch Cuyd S 1.80

| 620 Underground Outlet |
6" pipe Ft S 7.87
HU-6" pipe Ft S 9.45
8" pipe Ft S 10.44
HU-8" pipe Ft S 12.53
10" pipe Ft S 13.66
HU-10" pipe Ft S 16.40
12" pipe Ft S 14.28
HU-12" pipe Ft S 17.13

| 798 Seasonal High Tunnel for Crops |

Note: The interim practice is limited to 2,178 square feet per operation.

Contiguous US SqFt S 2.42
HU-Contiguous US SqFt S 2.91
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