Manure Storage Failure & Over Flow
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Excavation and emergency response equipment available on site: 

· Front End Loader Tractor

· Skid steer
· Manure Spreader/Wagon

· High Capacity Pump(s)
· Bailed Stalks, Straw, Hay

· Earthen Fill

Manure Storage Failure and Overflow Emergency Planning Information

Location of emergency fill source on the farm:  
Identify the location(s) of any emergency earthen fill sources available on the farm or notify the excavation contractor to bring fill in.
Identify other sources of material to that can be used to contain runoff including large round/square bales of other sources of bedding, hay or silage.  

Planned location of temporary manure containment dikes or other measures
Identify locations where culverts can be temporarily plugged or berms constructed to contain surface run off containing manure and document on the CNMP site map and/or in this section of the plan. 
Manure Storage Failure and Overflow Emergency Response Actions

1. Turn off All pumps that transfer manure into the storage.

2. Assess the situation and make appropriate calls for assistance.

3. Notify DNR spill hotline:  1-800-943-0003

4. Stop the flow of manure leaving the storage facility or begin to draw down the manure level in the storage by pumping from designated loading areas.
5. Create a temporary dike down slope of the storage if necessary to contain the spill.  
6. Load the manure captured behind the temporary dikes using the high capacity pump(s) and spread onto crop fields as outlined in the 590 plan. NOTE: If manure runoff is applied directly to agricultural land use the NRCS Nutrient Management Practice Standard (590) to plan and document the application rate per acre. 
7. Document your actions.
Follow Up Actions 
Conduct engineering analysis of the manure storage failure and develop repair plan.

Obtain necessary approvals for manure storage repair plan.

Collect manure and contaminated topsoil from the overflow area behind the temporary dike.  Land apply these materials to fields approved for manure application at rates established in the nutrient management plan.

Remove temporary dike(s) and temporary fill from the manure storage berm.

Additional Farm Specific Plans for Control of Manure Storage Failure and Overflow:
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